
Compliant with EN 1504-3 Standard 
EXOCEM FP meets the requirements 
defined in the UNI EN 1504/9 Standard 
(“Products and systems for the protection 
and repair of concrete structures: 
definitions, requirements, quality control, 
and conformity assessment. General 
principles for the use of products and 
systems”) and the minimum requirements 
of the EN 1504/3 Standard (“Structural 
and non-structural repair”) for structural 
mortars of class R4.

The Material
EXOCEM FP is a premixed material containing cement, selected aggregates, superfluidifying 
additives, materials to control shrinkage in its plastic phase (UNI 8996) and in its hardened 
phase (UNI 8147), and polypropylene fibers. After the addition of water, a thixotropic mortar 
is obtained, which is highly adhesive to concrete, bricks and iron, with high durability and 
suitable for repairs and structural coatings without shrinkag. 

The Properties 
Polypropylene fibers form a secondary tridimensional reinforcement in the mix, which 
opposes any cracking due to less than ideal curing conditions, such as plastic shrinkage 
or vibrations (for example due to vehicle traffic). In particular, EXOCEM FP was tested 
by the C.I.S.E. in Milan (test bulletin SEV-BC-89-002). The tests showed the properties of 
this mortar that does not form cracks, in its plastic phase and when hardened, even if it 
undergoes long vibration time on a shaking table after preparation, which simulates the 
stresses bridge structures are exposed to, due to vehicle traffic.
EXOCEM FP also has:

high compressive and bending strength;
adhesion to concrete greater than 4 MPa after 28 days (the support breaks);
adhesion to steel greater than 4 MPa with smooth bar;  greater than 32  MPa after 28 
days with bar with improved adherence;
ease and speed of installation and finishing;
elastic modulus and thermal expansion coefficient similar to that of concrete;
resistance to sulphate (no degradation);
resistance to chemical agents such as chlorides (de-icing salts, sea water, etc.), 
sulphates, acid rain, carbon dioxide;
high impermeability to water and aggressive aqueous solutions;  
resistance to freezing and thawing cycles in the presence of deicing salts; 
no shrinkage cracks;
no bleeding

For a surface finish that ensures high esthetical quality, use RASOCEM RA or RASOCEM 
NI.

Physical-Mechanical Behavior 
Compressive and flexural strength (UNI EN 196-1).

The above performances are obtained by mixing the contents of an entire bag of product (25 kg) with 16% of water, equal to 4 liters.

EXOCEM FP
Thixotropic mortar with compensated 
shrinkage with polypropylene fibers
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 The information contained in this sheet is based on our knowledge and experience and can not therefore imply any guarantee by us, or liability 
regarding the use of our products, since the conditions of use are beyond our control.

export@ruredil.it - www.ruredil.it 
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טיט צמנט לשיקום והטלאה בלתי מתכווץ תיקסוטרופי המכיל סיבי פוליפרופילן 
לקבלת חוזק לחץ גבוה )R4( חד רכיבי לערבוב עם מים.

ניתן להשתמש בחומר עד עובי 20 מ”מ לקבלת עובי רב יותר.   	 
ניתן ליישם על קוצים ממתכת הבולטים לעובי הנדרש.	 
החומר ניתן ליישום במאלג’ ובהתזה.	 
בטמפרטורה הגבוהה מ40° חשיפה לשמש, רוחות חזקות, ניתן להוסיף כמות 	 

מצומצמת של מים.
אין צורך באשפרה למעט בתנאים הקשים המוזכרים.	 
שטח המילוי ניתן להחלקה באמצעות מאלג’ פלסטיק/עץ.	 
כאשר הטיט מתקשה אין שקיעת אצבע לתוך הטיט.	 
אין להשתמש כחומר עיגון ובסביבה חשופה למיים עם PH נמוך מ-5.	 

יש להסיר שאריות חלודה, שומנים ואבק, בטון רופף.	 
יש להכין פני השטח מחוספסים להידבקות יעילה יותר.	 
יש להרטיב את פני השטח עד לרוויה.	 
אין ליישם על גבי מים עומדים. 	 

COMPRESSION FLEXURE-TEUSILE STREWTHS UNI-EN 196 PART1

להגנה על גבי אלמנטים סדוקים מבטון.	 
שיקום קורות בטון, עמודים ומשטחים אופקיים.	 
תפרים קשיחים בבטון טרום.	 
ציפוי מבני.	 

1.7 ק”ג למ”מ למ”ר.

ערבוב מכני )ערבל+מקדחה בסל”ד נמוך( יש לשפוך תחילה 90% מכמות המים 
בתערובת לכלי הקיבול. יש להוסיף את החומר למים תוך כדי עירבול בקצב 

אחיד, להוסיף את שארית המים )10%( יש להמתין 2-3 דקות עם קבלת העיסה 
ההומוגנית לתחילת היישום.

חוזקים גבוהים.	 
התקשרות מעולה לברזל ולבטון MPA 4 אחרי 28 יום.	 
עמיד סולפטים וכלורידים.	 
ללא סדיקה מהתכווצות.	 
עבודה קלה ונוחה.	 
כושר התכווצות והתרחבות תרמית כמו של בטון.	 
עמידות מלאה למים ולחדירת נוזלים.	 

תיאור ותכונות

יישום+הגבלות

הכנת השטח

חוזקים

שימושים אופיינים

נתונים טכניים

הכנת החומר

יתרונות
שטיפת כלים בהקדם לאחר שימושם במים זורמים.	 
יש להימנע ממגע עיניים ועור חשוף.	 
)ראה MSDS של המוצר(	 
יש לאחסן באזור מוצל ומאוורר.	 

בטיחות ואיחסון

שק 25 ק”ג.

אריזה

טיט תיקסטרופי בלתי מתכווץ המכיל סיבי פוליפרופילן 
להטלאה ושיקום בטון בעל חוזק גבוה

EXOCEM FP

חוזק להקשחה )מגפ”ס(חוזק ללחיצה )מגפ”ס(זמן )ימים(
3303.5
7374.5
28547.0

נתונים בערבוב שק 25 ק”ג/מים- 4 ליטר
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טכנולוגיה בונה עתיד
www.s-w.co.il טלפון: 04-8411350 פקס: 04-8418742


